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Available online 5 January 2015AbstractThe key technique of a kinetic energy rod (KER) warhead is to control the flight attitude of rods. The rods are usually designed to different
shapes. A new conceptual KER named profiled rod which has large L/D ratio is described in this paper. The elastic dynamic equations of this
profiled rod flying at high velocity after detonation are set up on the basis of Euler-Bernoulli beam, and the aeroelastic deformation of profiled
rod is calculated by semi-analytical method for calculating the vibration characteristics of variable cross-section beam. In addition, the aero-
elastic deformation of the undeformed profiled rod and the aeroelastic deformation of deformed profiled rod which is caused by the detonation of
explosive are simulated by computational fluid dynamic and finite element method (CFD/FEM), respectively. A satisfactory agreement of these
two methods is obtained by the comparison of two methods. The results show that the semi-analytical method for calculating the vibration
characteristics of variable cross-section beam is applied to analyze the aeroelastic deformation of profiled rod flying at high velocity.
Copyright © 2015, China Ordnance Society. Production and hosting by Elsevier B.V. All rights reserved.
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The advanced technologies of kinetic energy rod (KER)
warheads have been developed widely. According to the
different threat targets, KER warheads are usually divided into
continuous rod warhead and discrete rod warhead. The ad-
vantages of these warhead devices are the high speed and
continuous cutting capacity for threat aircraft and cruise
missiles [1e5].
However, the thicker components, which are internal sub-
munition components of missiles, cannot be destroyed by
traditional KER warheads in the missile-defense environment.
Therefore, it is necessary and urgent for a new warhead* Corresponding author.
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2214-9147/Copyright © 2015, China Ordnance Society. Production and hosting bymechanism with a strong killing effect against the key com-
ponents of thick targets.
This paper describes a new conceptual profiled rod warhead
which is different from the conventional KER warhead. The
rods in the warhead are changed into variable cross-section
straight rods with large L/D ratio, which we call profiled
rods. The conventional rods are constant cross-section cylin-
drical rods and square rods. The profiled rod is designed to
truncated cone shaped rod, as shown in Fig. 1. Since the shape
of profiled rod is changed, the mass is unevenly distributed
along the axial direction of the rod, and the velocity gradient
or difference between the head and aft end of the rod is
generated, which causes the different obliquity angles to strike
a target. In this process, the rods initially rely on its high ve-
locity to penetrate the target. Although the rod velocity de-
creases under the influence of the air resistance after the
detonation, it can provide a better penetration angle that still
maintains a high penetrability against targets when it movesElsevier B.V. All rights reserved.
Fig. 1. Structural representation of profiled rod.
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also have a continuous cutting capacity for threat aircraft and
cruise missiles by setting the different angles between rods and
explosive compared with the traditional KER warheads
described in Refs. [6e8].
The formation of profiled rod warhead, the initial deploy-
ment velocity, the damage effect and the flight attitude of rod
after detonation are analyzed in the development effort. In this
paper, we focus on the latter. After the detonation, the rods
obtain high deployment velocity and fly against the air resis-
tance until they strike the target. It should be pointed out that
the aeroelastic deformation of rod which is caused by over-
coming the aerodynamic force at high speed has influence on
flight attitude and damage effect. Consequently, an investiga-
tion on elastic deformation of profiled rod under the aero-
dynamic force is very important.
2. Design principle of profiled rod
A profiled rod with diameters of 3 mm and 5 mm, length of
98 mm and length-to-diameter ratio of 24.5 is proposed. Its
model is shown in Fig. 1.
An initial motion state of the profiled rod after detonation is
assumed, as shown in Fig. 2. In an analysis on the element of
one end of the profiled rod, v0 is the radial velocity of profiled
rod, vr is the linear velocity around the y-axis, and vc0 is the
center of mass velocity.Fig. 2. Initial motion state map of a profiled rod.Assume that a is the incidence angle, Lr is the length of
profiled rod, u0 is the initial transverse angular velocity, u1 is
the initial turning angular velocity, and r and R represent the
radii of the top and bottom of profiled rod, respectively. The
relation between a and vr is deduced by
vr ¼ v0 sin q cos a ð1Þ
where q is written as
q¼ arctan

Lc
r
sin a

ð2Þ
here,
Lc ¼ Lr

1 R
2 þ 3r2 þ 2Rr
4ðR2 þ r2 þRrÞ

Thus the initial transverse angular velocity u0 can be
written as
u0 ¼
v0 cos a sin

arctan

Lc
r
sin a

Lc
ð3Þ
and u1 can be written as
u1 ¼ v0 cos q vc0
Lc
ð4Þ
Substituting Eq. (2) into Eq. (4), u1 can be written as
u1 ¼
v0 cos

arctan

Lc
r
sin a

 vc0
r
ð5Þ
3. Elastic dynamic equations of profiled rod3.1. AssumptionsAccording to Refs. [9,10], we take the following
assumptions.
1) Rod bending due to detonation is not taken into account.
The profiled rod is considered as elastic rod, which ac-
cords with the assumptions of EulereBernoulli beam
belonging to variable cross-section EulereBernoulli beam.
2) Gravity is not taken into account, and the effect on ac-
celeration of gravity is ignored.
3) The fixed-axis rotation of the profiled rod has occurs in the
initial state.
4) The effects on tip resistance and viscous friction of the rod
are neglected, and the aerodynamic drag is perpendicular
to the axis of the profiled rod.
5) The elastic deformation is presumed not to bring about the
changes in aerodynamic drag in order to resolve the cor-
responding vibration used rod aerodynamic force as
external-exciting force. The elastic deformation is loaded
to the elastic rod, and then the aerodynamic drag can be
achieved. Ultimately, the flight trajectory of the rod is
obtained by repeating above-mentioned process.
87H.J. NING et al. / Defence Technology 11 (2015) 85e923.2. Establishment of elastic dynamic equationsThe flight motion of the profiled rod is made up of the
fixed-axis rotation about the center of mass and the translation
about the center of mass, as shown in Figs. 3 and 4. The
differential equation for transverse vibration on the rotational
plane and translation plane and the differential equation for
longitudinal vibration on the translation plane can be set up by
Newton's second law of motion combined with the theory of
EulereBernoulli beam. The elastic dynamic equations can be
written as
vuðx; tÞ
vx

EAðxÞvuðx; tÞ
vx
dx

 rAðxÞv
2uðx; tÞ
vt2
¼rAðxÞxu20
ð6Þv2vðx; tÞ
vx2

EIðxÞv
2vðx; tÞ
vx2

þ rAðxÞv
2vðx; tÞ
vt2
¼qðx; tÞ ð7Þ
v2wðx; tÞ
vx2

EIðxÞv
2wðx; tÞ
vx2

þ rAðxÞv
2wðx; tÞ
vt2
¼qzðx; tÞ ð8Þ
where u(x,t), v(x,t) are the longitudinal and transverse dis-
placements deviating from the origin of the cross-section x at
the moment t, respectively; r is the density of rod; A(x) is the
area of the cross-section; E is Young's modulus; u0 is the
angular velocity of the rod on rotational plane; q(x,t) is the
transverse force (aerodynamic drag) of the rod in a unit length
on rotation plane; I(x) is the second moment of area with
respect to the neutral axis of the cross-section; w(x,t) is the
transverse displacement from the origin of the cross-section x
at the moment t; and q(x,t) is the transverse force (aero-
dynamic drag) of the rod in a unit length on translation plane.3.3. Semi-analytical method for calculating transverse
vibration characteristics of profiled rodEqs. (6)e(8) are used to calculate the force vibration of
variable cross-section beam, and the vibration theory is used to
acquire u(x,t), v(x,t), w(x,t) [11,12].
Take an example of equation for transverse vibration of
profiled rod on the rotational plane. Obviously, Eq. (7) is the
force vibration about lateral deformation v(x,t) under the forceFig. 3. Rotation motioq(x,t). Based on the theory of EulereBernoulli beam, the
equation for free vibration of the rod with length of L, direc-
tion of transverse vibration is
v2vðx; tÞ
vx2

EIðxÞv
2vðx; tÞ
vx2

þ rAðxÞv
2vðx; tÞ
vt2
¼ 0 ð9Þ
where vðx; tÞ is the function of deformation; EI(x) and rA(x)
are the transverse bending stiffness and linear density,
respectively.
The profiled rod is divided into a finite number of homo-
geneous stepped beams with constant cross-section by using
the finite element method, both the ends of the beam are called
node. Therefore, the profiled rod is changed into an aggrega-
tion with finite beam elements interconnected at the node, and
the deflection of arbitrary element can be described as linear
combinations composed by nodal displacement so that we can
obtain the approximate solution of the profiled rod while the
segments are more enough. The profiled rod in Fig. 5 is
divided into a finite number of homogeneous stepped beams
with constant cross-section by using the finite element method,
as shown in Fig. 6.
Introduce (EI)i and (rA)i as follows
ðEIÞi ¼
1
li
Zxi
xiþ1
EIðxÞdx
ðrAÞi ¼
1
li
Zxi
xiþ1
rAðxÞ
9>>>>=
>>>>;
ð10Þ
where li is the length of the ith section beam; (EI)i is the
equivalent longitudinal bending stiffness; and (rA)i is the
equivalent linear density.
The modal function of the ith section beam can be obtained
on the basis of vibration mode for constant cross-section as
YiðxÞ ¼ Ai sin Xi þBi cos Xi þCi sinh Xi þDi cosh Xi ð11Þ
where XiðxÞ ¼ biðx xi1Þ, xi1  x  xi, (i ¼ 1, 2, …,N),
x0 ¼ 0; Ai, Bi, Ci, Di are the undefined coefficients of the ith
section beam; besides,n of profiled rod.
Fig. 4. Translation motion of profiled rod.
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ðrAÞi
ðEIÞi
u2i ð12Þ
where u is the natural lateral vibration frequency of variable
cross-section beam.
Yiþ1ðxÞ ¼Aiþ1 sin Xiþ1 þBiþ1 cos Xiþ1 þCiþ1 sinh Xiþ1
þDiþ1 cosh Xiþ1
ð13Þ
Under the continuous conditions of deflection, rotation,
moment and shear force at the point of xi between the ith
section beam and the (iþ1)th section beam. We can acquire
the relationships as follows
Yiþ1ðxiÞ ¼ YiðxiÞ
Y 0iþ1ðxiÞ ¼ Y
00
i ðxiÞ
ðEIÞiþ1Y
00
iþ1ðxiÞ ¼ ðEIÞiY
00
i ðxiÞðEIÞiþ1Y 00iþ1ðxiÞ0 ¼ ðEIÞiY 00i ðxiÞ0
9>=
>; ð14Þ
Substituting Eqs. (11) and (13) into Eq. (14), we have
Aðiþ1Þ ¼ ZðiÞAðiÞ ð15Þ
and
AðiÞ ¼ ½Ai Bi Ci Di T; Aðiþ1Þ ¼ ½Aiþ1 Biþ1 Ciþ1 Diþ1 T
ð16Þ
Z(i) can be written as
ZðiÞ ¼
2
664
m1n1 m1n1 m2n4 m2n3
m3n1 m3n1 m4n3 m4n4
m2n2 m2n1 m1n4 m1n3
m4n1 m4n2 m3n3 m3n4
3
775 ð17Þ
where
m1;2 ¼ biðp±1Þ=ð2biþ1ÞFig. 5. Variable circular cross-section beam.m3;4 ¼ ðp±1Þ=2
p¼ ðEIÞib2i
ðEIÞiþ1b2iþ1
n1 ¼ sinðbiliÞ
n2 ¼ cosðbiliÞ
n3 ¼ sinhðbiliÞ
n4 ¼ coshðbiliÞ
These recursive relations are used to establish a new al-
gorithm for A(1) and A(N)
AðNÞ ¼ ZAð1Þ ¼ ZðN2ÞZðN2Þ…Zð2ÞZð1ÞAð1Þ ð18Þ
The relationship of undetermined coefficient between the
first equivalent beam and the Nth equivalent beam is built by
matrix Z where all the elements are the function of natural
frequency. Consequently, the solution of modal function can
be obtained from Eqs. (11) and (18) by solving the natural
frequency with four boundaries at both ends of the beam.
After the detonation, the profiled rods fly rapidly in parallel
to the axes of the warhead, as the result of the geometric
asymmetry, the motion performances of the rods are compli-
cated. The different flight attitudes of the rods were demon-
strated in forward flight. Two boundary conditions were
presented to illustrate the aeroelastic response by terms of
different flight attitudes.3.4. Boundary conditions
3.4.1. Clampedeclamped beam
For instance, the case where the beam is clamped at both its
ends is considered, as shown in Fig. 7. The governing
boundary conditions are as follows
Y1ð0Þ ¼ 0; ðEIÞ1Y 01ð0Þ ¼ 0 ð19Þ
YNðLÞ ¼ 0; ðEIÞNY 0NðLÞ ¼ 0 ð20Þ
Eqs. (19) and (20) are rewritten as the form of matrix
Fig. 6. Stepped beam with N segments.
Fig. 8. Free-clamper beam.
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where
G¼ GT1 GT2 GT3 GT4 T; G1 ¼ ½1 0 1 0 ; G2 ¼ ½0 1 0 1 
G3 ¼ ½ sin liþ1 cos liþ1 sinh liþ1 cosh liþ1 Z
G4 ¼ ½cos liþ1 sin liþ1 cosh liþ1 sinh liþ1 Z
The determinants of coefficient matrix must be equal to
zero if Eq. (16) has a solution.
detG¼ 0 ð22Þ
When characteristic Eq. (22) is a nonlinear function u, it
can be solved by NewtoneRaphson iteration extensions to
obtain the natural lateral vibration frequency in responding
boundary conditions. Then u is substituted into Eqs. (11) and
(15) to obtain the principal mode of the beam. Furthermore,
the elastic deformation can be also solved by a mode super-
position method [13,14].
3.4.2. Free-clamped beam
Here, the differences between this condition, as shown in
Fig. 8, and the above-mentioned computation are the boundary
conditions.
Y1ð0Þ ¼ 0 ðEIÞ1Y 01ð0Þ ¼ 0 ð23Þ
Y
00
NðLÞ ¼ 0; ðEIÞNY
00 0
N ðLÞ ¼ 0 ð24Þ
where
G¼ GT1 GT2 GT3 GT4 T; G1 ¼ ½1 0 1 0 ; G2 ¼ ½0 1 0 1 
G3 ¼ ½sin Xiþ1 cos Xiþ1 sinh Xiþ1 cosh Xiþ1 Z
G4 ¼ ½cos Xiþ1 sin Xiþ1 cosh Xiþ1 sinh Xiþ1 ZFig. 7. Clampedeclamper beam.4. Numerical simulation method
A two-way coupling approach is proposed in order to solve
the static aeroelastic problem of a profiled rod to conduct this
static aeroelastic analysis, ANSYS Workbench multi-physics
coupling platform, which includes fluid, structural solvers
and coupling module, namely FLUENT, ANSYS Mechanical
and System coupling, is used to solve the displacements
associated with the aerodynamic pressure loading and find out
the static aeroelastic behavior of this variable cross-section
rod. CFD grid is deformed to obtain the aerodynamic solu-
tions of the deformed geometry using dynamic mesh which is
called diffusion-based smoothing method. For the structural
analysis, the ANSYS Mechanical inertia relief option [15,16],
which is based on d'Alembert principle, is used to simulate the
unconstrained rockets in flight and makes sure the rocket has
no rigid body displacement, is used with the linear elastic
solver. The aerodynamic coefficients distribution of the pro-
filed rod and the elastic deformation are calculated and
compared with program results. The steps of static aeroelastic
calculation are described and the coupling procedure is
explained in the following section.4.1. CFD governing equationsFor CFD problems, the direct numerical simulation (DNS)
is used to solve the NaviereStokes (NeS) equations without
the turbulent model which needs high speed and large memory
computer due to their high nonlinearity and complexity. It is
impossible to adopt this method in practical engineering.
Decomposing the NeS equations into the RANS equations
makes it possible to simulate the engineering fluid dynamic
problems.
Reynolds averaged NeS equations (RANS) can be
expressed as
vQ
vt
þ vE
vx
þ vF
vy
þ vG
vz
¼ vEv
vx
þ vFv
vy
þ vGv
vz
ð25Þ
where
Q¼ ½r; ru; rv; rw; rET
E¼ ru; ru2 þ p; ruv; ruw; ðrEþ pÞuT
F¼ rv; rvu; rv2 þ p; rvw; ðrEþ pÞvT
G¼ rw; rwu; rwv; rw2 þ p; ðrEþ pÞwT
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
0; txx; txy; txz; bx
T
Fv ¼

0; tyx; tyy; tyz; by
T
Gv ¼

0; tzx; tzy; tzz; bz
T
where r is the fluid density; u, v, w are the three components of
Cartesian coordinate system; p is pressure; and E is total en-
ergy of unit mass.
For the closure of above equations, the shear stress trans-
port (SST) keu turbulence model developed by Menter
[17,18] is used. SST model combines the advantages of
standard keε and standard keu models. k and u transport
equations can be written as
dðrkÞ
dt
¼ tijvui
vxj
 b*rukþ v
vxj

ðmþ skmtÞ
vk
vxj

ð26Þ
dðruÞ
dt
¼gr
mt
tij
vui
vxj
 bru2 þ v
vxj

ðmþ sumtÞ
vu
vxj

þ 2rð1F1Þsu2 1
u
vk
vxj
vu
vxj
ð27Þ
where tij is shear stress
tij ¼ mt

vui
vxj
þ vuj
vxi
 2
3
vuk
vxk
dij

 2
3
rkdij ð28Þ
Blending functionF1
F1 ¼ tan h
	
arg41

 ð29Þ
where
arg1 ¼min
"
max
 ﬃﬃ
k
p
0:09uy
;
500y
y2u
!
;
4rsu2k
CDkuy2
#
CDku ¼max

2rsu2
1
u
vk
vxj
vu
vxj
; 1020

The eddy viscosity is defined as
mt ¼
ra1k
maxða1u;UF2Þ ð30Þ
where U is the absolute value of the vorticity. F2 is given by
F2 ¼ tan h
	
arg22

 ð31Þ
where
arg2 ¼max
 
2
ﬃﬃ
k
p
0:09uy
;
500m
ry2u
!
The constantf of SST model are calculated from the con-
stants f1,f2 as followsf¼ F1f1 þ ð1F1Þf2 ð32Þ
where set 1(f1) is the constant of k  umodel, and set 2(f2) is
the constant of k  ε model. The constants of set 1(f1) are
sk1 ¼ 0:5; su1 ¼ 0:5; b1 ¼ 0:075; b* ¼ 0:09; k¼ 0:41;
g1 ¼
	
b1

b*

su1k2
 ﬃﬃﬃﬃﬃ
b*
q 
The constants of set 2(f2) are
sk2 ¼ 1:0; su1 ¼ 0:856; b2 ¼ 0:0828; b* ¼ 0:09; k¼ 0:41;
g2 ¼
	
b2

b*

su2k2
 ﬃﬃﬃﬃﬃ
b*
q 
All other parameters are given in Ref. [18].
Density, velocity, pressure, etc. at every grid node could be
computed by solving the above equations. Then, normal, axial,
lift, drag, pitching moment and center of the pressure co-
efficients can be obtained by the following equations,
respectively8>>>><
>>>>:
CN ¼ N=q∞S
CA ¼ A=q∞S
CL ¼ CN  cos aCA  sin a
CD ¼ CN  sin aþCA  cos a
Cm ¼ pitching moment=q∞Sl
xcp ¼ xcg  ðCm=CNÞ
ð33Þ
where q∞; a, S, xcp and xcg are the dynamic pressure, angle of
attack, reference area, center of pressure location and center of
gravity location, respectively; l is the length of rod.4.2. Static structure analysis equationsA static structural analysis determines the displacements,
stresses, strains, and forces in the structures or components
caused by loads that do not induce significant inertia and
damping effects. Steady loading and response conditions are
assumed, that is, the loads and the structure's response vary
slowly with respect to time. This is an isotropic linear elastic
problem. The static structure analysis equation can be written
as
½Kfdg ¼ fFg ð34Þ
where [K] is stiffness matrix; {d} is displacement vector; and
{F} is force vector.
For these linear elastic structural mechanics problems, K is
a constant, and the aerodynamic force F is calculated by CFD
code. Then the deformation d can be obtained.4.3. Coupling boundary conditionsIn the fluid-structure interaction work, there is a boundary
where the interactions of fluid and structural domains occur at
this boundary or interface. Deformation compatibility and
force equilibrium conditions should be satisfied on the fluid-
structure coupling interface [19]:
Fig. 10. Profiled rod after detonation.
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>:
df ¼ ds
n$tf ¼ n$ts
qf ¼ qs
Tf ¼ Ts
ð35Þ
where d, q, T, and t are displacement, heat flux, temperature
and stress field on the fluid-structure coupling interface,
respectively; n is the normal direction of interface, and sub-
scripts f and s are the fluid and the solid, respectively.
5. Discussions on the comparison of two methods
The profiled rod is shown in Fig. 5. Here the initial
deformation caused by detonation is not considered, the
constraint conditions can be used as clampedeclamped based
on the initial conditions, and the aerodynamic load and the
aerodynamic coefficient obtained by using quasi-steady aero-
dynamics are 890 N and 1.16, respectively. The aeroelastic
deformation can be solved by the equations for elastic vibra-
tion. Maximum deformation was obtained at the left side
(where D ¼ 3 mm) of the rod at 39 mm from the origin.
In order to test the accuracy of the numerical results, we
have developed a special low-cost numerical method,
computational fluid dynamic finite element method (CFD/
FEM), useful for studies, based on the actual model.
The numerical results are summarized in Fig. 9. As shown
in Fig. 9, the maximum elastic deformation of the numerical
results is 0.9 mm, the maximum elastic deformation of the
CFD results is 0.7 mm, and the maximum elastic deformation
appears at the left side (where D ¼ 3 mm) of the rod at 39 mm
from the origin. This gave a good agreement with results on
the undeformed profiled rod. The calculated aeroelastic
deformation is substituted into Eq. (12) to solve the aero-
dynamics and the drag aerodynamic coefficient. The drag
aerodynamic coefficient is 1.16 that indicates the elastic
deformation almost has no influence on the flight
performance.
It is well known that the rods, which are explosively
deployed from its warhead mechanism, generate obviousFig. 9. The maximum deformation of undeformed profiled rod with transverse
vibration.plastic deformation (Fig. 10). Therefore, the discussion on the
flight attitude of profiled rod should be taken account for
initial deformation generated from previous explosion wave
impacts.
Fig. 11 shows the elastic deformation of deformed rod.
Here, it is noticed that the maximum elastic deformation of the
undeformed profiled rod is significantly higher than that of the
deformed profiled rod. It is considered that this difference is
due to the initial deformation of the profiled rod. Namely,
when the initial deformation of unreformed rod is considered,
the results will be consistent. On the other hand, the relative
elastic deformation is so small that we can neglect its impact
on the flight performance. Therefore, the semi-analytical
method can be used to calculate the vibration characteristics
of variable cross-section beam, which solves the elastic
deformation for elastic dynamic equations of profiled rod
based on the theory of EulereBernoulli beam model. More-
over, the rigid body motion can be used to describe the motion
of the profiled rod flying against air resistance at high velocity.Fig. 11. Deformation of deformed rod with bending vibration.
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A new conceptual KER warhead named profiled rod
warhead was proposed firstly. The design principle of profiled
rod was described and the deployment velocity of rod was
obtained.
Regarding the profiled rod as EulereBernoulli beam
model, the elastic dynamic equations of the profiled rod were
established to analyze the aeroelastic effect of rod flying at
high velocity, and semi-analytical method was used to calcu-
late the aeroelastic deformation.
Besides, some efforts are applied to test the numerical re-
sults by using CFD/FEM. A satisfactory agreement is obtained
by comparing the numerical results and CFD/FEM results.
The proposed model has been proven to be able to simulate
the actual phenomena that the deformed rod after detonation
flying at high velocity. The model can be modified for the
parametric studies of intricate design change details, such as
diameter or length of profiled rod, initial velocity of detonation
or other similar changes in the design of the profiled rod
warhead. In addition, the model built in this paper may be the
foundation for the research on flight performance of the pro-
filed rod deployed by detonation, and provides a theoretical
basis of describing the aerodynamic and the bomb fall char-
acteristics. Moreover, the model may give great convenience
to the design of the profiled rod warhead.
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